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STEP 01

PART:          QTY: DESCRIPTION:
POST 1T  1 OP-91 @ 46” Vertical Drilled for Internal Connector
POST 1B  1 OP-91 @ 46” Vertical Drilled for Internal Connector w/ Lock
POST 2T  1 OP-91 @ 42” Vertical Drilled for Internal Connector
POST 2B  1 OP-91 @ 42” Vertical Drilled for Internal Connector w/ Lock
POST 3T  1 OP-91 @ 42” Vertical Drilled for Internal Connector
POST 3B  1 OP-91 @ 42” Vertical Drilled for Internal Connector w/ Lock
BEAM 1  4 Z45 @ 34.125 w/ Locks
BEAM 2  1 Z44 @ 6” w/ Lock
BEAM 3  1 Z44 @ 3” w/ Lock
Base Plate 3 6x16 Oval

STEPS: 
1- Assemble each Vertical Post, Attach Base Plate
2- Attach Lower BEAM 1
3-Attach Upper BEAM 1 w/ BEAM 2 and 3 
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STEP 02

PART:          QTY: DESCRIPTION:
Canopy  1 Assemble as shown
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STEP 03

PART:          QTY: DESCRIPTION:
Header  1 Custom Shape
Wing Left  1 Custom Shape
Wing Right 1 Custom Shape
BAckwall Section 2 34.125” x 84 Area

STEPS: 
1- Attach each Wing with Set screw
2- Attach Backwall Graphics
3- Attach Header graphic with Set Screw
4- Attach Lights to BEAM 2 and 3
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